VA Repair Exterior Brick on Mechanical Shafts 10-10
QPK No. 211164.00

SECTION 07 60 00
FLASHING AND SHEET METAL

PART 1 - GENERAL

1.1 DESCRIPTION
Formed sheet metal work for wall flashing, are specified in this

section.

1.2 RELATED WORK

A. Joint Sealants: Section 07 92 00, JOINT SEALANTS.

1.3 APPLICABLE PUBLICATIONS

A. Publications listed below form a part of this specification to the
extent referenced. Publications are referenced in the text by the basic
designation only. Editions of applicable publications current on date
of issue of bidding documents apply unless otherwise indicated.

B. ASTM International (ASTM) :
Al167-99(R2009) .......... Stainless and Heat-Resisting Chromium-Nickel

Steel Plate, Sheet, and Strip

B32-08....c0iiiiiii.. Solder Metal

1.4 SUBMITTALS

A. Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT
DATA, AND SAMPLES.

B. Shop Drawings: For all specified items, including:
1. Flashings

C. Manufacturer's Literature and Data: For all specified items, including:
1. Wall flashing
2. Nonreinforced, elastomeric sheeting

D. Certificates: Indicating compliance with specified finishing

requirements, from applicator and contractor.

PART 2 - PRODUCTS

2.1 FLASHING AND SHEET METAL MATERIALS
A. Stainless Steel: ASTM Al67, Type 302B, dead soft temper.
B. Nonreinforced, Elastomeric Sheeting: Elastomeric substances reduced to
thermoplastic state and extruded into continuous homogenous sheet

(0.056 inch) thick. Sheeting shall have not less than 7 MPa (1,000 psi)
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tensile strength and not more than seven percent tension-set at 50
percent elongation when tested in accordance with ASTM D412. Sheeting
shall show no cracking or flaking when bent through 180 degrees over a
1 mm (1/32 inch) diameter mandrel and then bent at same point over same
size mandrel in opposite direction through 360 degrees at temperature

of -30°C (=20 °F).

2.2 FLASHING ACCESSORIES

A.

Solder: ASTM B32; flux type and alloy composition as required for use
with metals to be soldered.

Rosin Paper: Fed-Spec. UU-B-790, Type I, Grade D, Style 1lb, Rosin-sized
sheathing paper, weighing approximately 3 Kg/10 m2( 6 1lbs/100 sf).
Sealant: As specified in Section 07 92 00, JOINT SEALANTS for exterior
locations.

Roof Cement: ASTM D4586.

2.3 SHEET METAL THICKNESS

A.

Except as otherwise shown or specified use thickness or weight of sheet
metal as follows:
Concealed Locations (Built into Construction):

1. Stainless steel: 0.25 mm (0.010 inch) thick.

2.4 FABRICATION, GENERAL

A.

Jointing:
1. In general, stainless steel joints, shall be locked and soldered.
2. Jointing of stainless steel over 0.45 mm (0.018 inch) thick shall be
done by lapping, riveting and soldering.
3. Joints shall conform to following requirements:
a. Flat-lock joints shall finish not less than 19 mm (3/4 inch)
wide.
b. Lap joints subject to stress shall finish not less than 25 mm
(one inch) wide and shall be soldered and riveted.
c. Unsoldered lap joints shall finish not less than 100 mm (4
inches) wide.
4. Flat and lap joints shall be made in direction of flow.
5. Edges of nonreinforced elastomeric sheeting shall be jointed by
lapping not less than 100 mm (4 inches) in the direction of flow and
cementing with asphalt roof cement or sealant as required by the

manufacturer's printed instructions.
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Soldering:

a. Pre tin both mating surfaces with solder for a width not less
than 38 mm (1 1/2 inches) of stainless steel.

b. Treat in accordance with metal producers recommendations other
sheet metal required to be soldered.

c. Completely remove acid and flux after soldering is completed.

B. Expansion and Contraction Joints:

1. Fabricate in accordance with the Architectural Sheet Metal Manual
recommendations for expansion and contraction of sheet metal work in
continuous runs.

2. Space joints as shown or as specified.

3. Space expansion and contraction joints for stainless steel, and
copper clad stainless steel at intervals not exceeding 7200 mm (24
feet) .

C. Drips:

1. Form drips by folding edge back 13 mm (1/2 inch) and bending out 45

degrees from vertical to carry water away from the wall.
D. Edges:

1. Edges of flashings concealed in masonry joints opposite drain side
shall be turned up 6 mm (1/4 inch) to form dam, unless otherwise
specified or shown otherwise.

2. Finish exposed edges of flashing with a 6 mm (1/4 inch) hem formed

by folding edge of flashing back on itself when not hooked to edge
strip or cleat. Use 6 mm (1/4 inch) minimum penetration beyond wall

face with drip for through-wall flashing exposed edge.

2.5 FINISHES

A. Use same finish on adjacent metal or components and exposed metal
surfaces unless specified or shown otherwise.

B. In accordance with NAAMM Metal Finishes Manual AMP 500, unless

otherwise specified.

C. Finish metal surfaces as follows, unless specified otherwise:

1.

Stainless Steel: Finish No. 2B or 2D.

2.6 WALL FLASHINGS

A. For Masonry Work When Concealed Except for Drip:

1.
2.

Stainless steel.

Form an integral dam at least 5 mm (3/16 inch) high at back edge.
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3. Form exposed portions of flashing with drip, approximately 6 mm (1/4

inch) projection beyond wall face.

PART 3 - EXECUTION

3.1 INSTALLATION
A. General:

1. Apply Sealant as specified in Section 07 92 00, JOINT SEALANTS.

2. Apply sheet metal and other flashing material to surfaces which are
smooth, sound, clean, dry and free from defects that might affect
the application.

3. Remove projections which would puncture the materials and fill holes
and depressions with material compatible with the substrate. Cover
holes or cracks in wood wider than 6 mm (1/4 inch) with sheet metal
compatible with the roofing and flashing material used.

4. Coordinate with masonry work for the application of a skim coat of
mortar to surfaces of unit masonry to receive flashing material
before the application of flashing.

5. Install flashings in conjunction with other trades so that flashings
are inserted in other materials and joined together to provide a
water tight installation.

6. Where required to prevent galvanic action between dissimilar metal
isolate the contact areas of dissimilar metal with sheet lead,

waterproof building paper, or a coat of bituminous paint.

3.2 WALL FLASHING
A. General:

1. Terminate exterior edge beyond face of wall approximately 6 mm (1/4
inch) with drip edge where not part of counter flashing.

2. Turn back edge up 6 mm (1/4 inch) unless noted otherwise where
flashing terminates in mortar joint or hollow masonry unit joint.

3. Lap end joints at least two corrugations, but not less than 100 mm
(4 inches). Seal laps with sealant.

4. Where fastening devices penetrate flashing, seal penetration with
sealing compound. Sealing compound is specified in Section 07 92 00,
JOINT SEALANTS.

5. Coordinate with other work to set in a bed of mortar above and below
flashing so that total thickness of the two layers of mortar and

flashing are same as regular mortar joint.
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Where ends of flashing terminate turn ends up 25 mm (1 inch) and
fold corners to form dam extending to wall face in vertical mortar
or veneer joint.

Turn flashing up not less than 200 mm (8 inch) between masonry or

behind exterior veneer.

B. Flashing at Veneer Walls:

1.
2.

Install near line of finish floors over shelf angles or where shown.

Turn up against sheathing or interior wythe.

C. Lintel Flashing when not part of shelf angle flashing:

1.

Install flashing full length of lintel to nearest vertical joint in
masonry over veneer.

Turn ends up 25 mm (one inch) and fold corners to form dam and
extend end to face of wall.

Turn back edge up to top of lintel; terminate back edge as specified

for back-up wall.

07 60 00 - 5



